Table T8

TRANSFORMATION PARAMETERS FROM ITRF93 TO INDIVIDUAL FRAMES
AT EPOCH 1993.0

SOLUTION T T2 T3 D R1 R2 R3
cm cm cm (10**-8) .001" 001" .001"

VERY LONG BASELINE INTERFEROMETRY

SSC(GIUB) 94 R 01

8.7 -6.9 -1.9 -0.09 0.40 0.61 ~0.54

0.8 0.8 0.7 0.10 0.27 0.29 0.31
SSC(GSFC) 94 R 01 0.7 1.9 0.0 -0.03 1.87 1.19 0.44

0.5 0.5 0.5 0.08 0.22 0.21 0.17
SSC(NOAA) 94 R 01 1.7 1.4 -0.1 -0.03 1.08 0.21 0.71

0.5 0.5 0.5 0.08 0.22 0.22 0.17
SSC(USNO) 94 R 06 10.0 -10.7 -7.4 0.05 -1.25 0.21 -0.71 (1)

0.2 0.2 0.2 0.03 0.08 0.07 0.06
GLOBAL POSITIONING SYSTEM
SSC(CODE) 94 P 01 0.3 1.3 0.5 -0.04 1.07 0.84 0.44

0.7 0.7 0.6 0.09 0.27 0.26 0.21
SSC(CODE) 94 P 02 0.7 0.5 0.4 -0.02 1.00 0.77 0.77 (1)

0.4 0.4 0.4 0.06 0.15 0.15 0.15
SSC(EMR) 94 P 02 2.4 0.4 -0.9 -0.12 0.43 1.20 0.30

0.6 0.6 0.6 0.09 0.23 0.23 0.20
SSC(EMR) 94 P 03 2.7 0.2 -1.5 -0.07 0.28 1.20 0.33 (1)

0.4 0.4 0.5 0.07 0.15 0.16 0.20
SSC(EMR) 94 P 04 3.7 -0.2 -1.8 -0.09 0.06 1.08 0.07 (1)

0.5 0.4 0.5 0.08 0.14 0.16 0.21
SSC(ESOC) 94 P 01 0.4 0.5 0.0 0.01 -0.58 0.00 0.54

0.7 0.7 0.6 0.11 0.27 0.26 0.30
SSC(GFZ) 94 P 01 7.1 6.2 0.1 -0.21 0.57 0.97 0.62

0.6 0.6 0.5 0.08 0.25 0.23 0.21
SSC(JPL) 94 P 01 1.6 -0.2 0.5 -0.09 0.70 0.24 0.79

0.6 0.5 0.5 0.08 0.22 0.22 0.18

SATELLITE LASER RANGING

SSC(CSR) 94 L 01 0.0 0.0 0.0 0.00 0.25 0.51 -1.66

COMBINED (SLR AND GPS)

SsCc(puT) 94 C 01 1.9 1.
0.5 0.

"o

(1) Values obtained by comparison to the global combination at epoch 1993.0
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